




dLAN® PROFESSIONAL

PowerSave

Active Waste  Management

Highly Recyclable

RoHS Compliant

Responsible and sustainable

IEEE 802.3, IEEE 802.3u, IEEE 802.3x

Auto MDI/X

HomePlug

CSMA/CA (Powerline)

Ethernet 10/100/1000 (Mbits/s)

Powerline 200/500 (Mbits/s)

Powerline OFDM – 4096/1024/265/64-QAM, QPSK, BPSK

Powerline 2880

Powerline: 300

128 Bit AES

Power (on/off ), Power (stand-by)

PLC (conected/activity), PLC (Quality Indicator)

ETH (link/activity)

Pairing

1 x Ethernet RJ45

internal

196-250 V AC

50 Hz

-25°C à 70°C • 0°C à 40°C

130 x 66 x 42

Humidité relative de 10% à 90% (sans condensation)

Windows XP (32 Bit), Windows XP (64 Bit)

Windows Vista (32 Bit), Windows Vista (64 Bit)

Windows 7 (32 Bit), Windows 7 (64 Bit)

Windows 8 (32 Bit), Windows 8 (64 Bit)

Linux (Ubuntu)

CE Class B (EU, CH, NO)

Standards

Protocoles

Vitesse de transmission

Modulation

Portée

Sécurité

Témoins lumineux

Bouton

Port périphérique

Consommation

Température 

(Stockage • Fonctionnement)

Dimensions

Conditions ambiantes

Confi guration

Homologations
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